CARTESIO

A thin, circular mirror suspended in order to provide soft and soothing light, combining
direct and indirect illumination. Two sizes available.

DETAILS.
FINISH: MIRROR FINISH STAINLESS STEEL PLATE (DOWN) / RED BACKSIDE (UP)

SIZES:
STANDARD CARTESIO: @23.6” X 82.7” H
CARTESIO 90: @35.4” X 82.7" H

CANOPY: @6.5” X 1.8” H

DOWNLIGHT:
15.5W LED 3000K
300LM 120V

UPLIGHT:
15.5W LED 3000K
930LM 120V

DUAL EMISSION - PUSH DIMMABLE
WHITE CABLE & CEILING ROSE / 304 STAINLESS STEEL SUSPENSION CABLES
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The sizes ore expresed in millmefers/inches

DESIGN DAVIDE GROPPI - 2018
SUSPENSION LAMP - METHACRYLATE - METAL

CEILING ROSE
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1A3190003.30.04 | STANDARD @ 600 - 3000K - PUSH

CARTESIO
120V- 60 Hz- 155W

300 Im - CRI>80 (DOWN) / 930 Im - CRI>90 (UP)

DUAL EMISSION

WHITE CEILING ROSE - WHITE CABLE - 304 STAINLESS STEEL SUSPENSION CABLES
STAINLESS STEEL PLATE WITH IIRROR FINISH (DOWN) - RED BACK SIDE (UF)

1A0070003.30.04 | STANDARD @ 900 - 3000K - PUSH

CARTESIO 90
120V- 60 Hz- 155W

300 1m - CRI>>80 (DOWN) / 930 Im - CRI>90 (UP)

DUAL EMISSION

WHITE CEILING ROSE - WHITE CABLE - 304 STAINLESS STEEL SUSPENSION CABLES
STAINLESS STEEL PLATE WITH IIRROR FINISH (DOWN) - RED BACK SIDE (UFP)
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